
Seismic Min.
Mat.

Code
Nominal

"JT"Model
Total

Movement Thermal Min.
Joint Opening "JT"

 Thermal Max. Seismic Max.
VSS-2243-E 22" 10" 18" 30" 44" 34" EJVS1028

2 7/8"
[73mm]

NOTE THAT EXTERIOR SEAL DISENGAGES AT 36". THE INTERIOR SEAL REMAINS INTACT UP TO 44".

22"
[559mm]

VSS-600 EXTERIOR SEAL
9826

FRAME
(13341)
8719

SPACER
 8726SHEAR HINGE

LINKAGE

PANTOGRAPHIC MECHANISM
@ 4'-0" O. C. MAX.

.020 PVC CONTINUOUS
WEATHER SEAL

FRAME
(817)
8154

1/4" X 1 3/4" HH TAPCON
@ 16" O.C. [406mm]
9397

SET IN BED OF CAULK
(BY OTHERS, TYP.)

RIGHTS OF DESIGN
All rights of design, detail, engineering and/or
invention contained herein are the property of

MM Systems and hereby reserved and are not to be
reproduced or provided to any other party.

MM Systems reserves the right to amend or withdraw
any information contained herein without notice and
will not be liable for any inaccuracy or ambiguity of

said information.
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