
0.50"(12mm) DIA X 3"(76mm) ANCHOR BOLTS @

18"(457mm) O.C. STAGGERED BETWEEN BOLT CAVITIES

0.375" (10mm) ALUMINUM SLIDE PLATE COVER

WITH SLIP RESISTANT RAISED PATTERN PROFILE

RUBBER IMPACT/SOUND

DAMPENER

JO

SW

CB

SEALANT (BY OTHERS)

POLYURETHANE EDGE VOID SEALANT

(SUPPLIED BY OTHERS)

0.25" (6mm) X 1.75" (44mm) CONCRETE

FASTENER @ 24" (610mm) O.C.

0.50" [13mm]

30 MIL X 2" MICROSEALANT WATERPROOFING

TAPE

REMOVABLE LOCK-DOWN FRAME

CAST-IN-PLACE EMBED BASE FRAME WITH

CHROMATE CONVERSIONS COATING

FLEXIBLE FABRIC REINFORCED 60mil EPDM

RUBBER GUTTER

0.3125"(8mm) X 0.75"(19mm)

FHMS/SS @ 18"(457mm) O.C.

CIS-C Series Expansion Joint

(Slab-to-Wall)

1.375"

[35mm]

FLEXIBLE DRAIN TUBE ASSEMBLY

(AVAILABLE BY REQUEST)

Dimension shown in inches (bold) and millimeters. JO = Joint Opening. SL = Sight Line.

Model Nominal Nominal Thermal Movement (JOT) Seismic Movement (JOS) Total (JOΔ)
Cast-In Base Slide Plate Slide Plate

Number (JON) (SLN) Minimum Maximum Minimum Maximum Movement (CB) Thickness (ST) Width (SW)

CIS-C-400 4.00 102 9.125 232 2.50 64 6.00 152 2.50 64 6.00 152 3.50 89 5.25 133 0.375 10 5.50 140

CIS-C-600 6.00 152 11.125 283 3.00 76 9.00 229 2.50 64 9.00 229 6.50 165 5.25 133 0.375 10 8.00 203

CIS-C-800 8.00 203 15.125 384 4.00 102 12.00 305 2.50 64 12.00 305 9.50 241 7.25 184 0.375 10 10.50 267

CIS-C-1000 10.00 254 17.125 435 5.00 127 15.00 381 2.50 64 15.00 381 12.50 318 7.25 184 0.375 10 13.00 330

CIS-C-1200 12.00 305 19.125 486 6.00 152 18.00 457 2.50 64 18.00 457 15.50 394 7.25 184 0.500 13 15.50 394
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