
ALUMINUM SLIDE PLATE WITH SLIP RESISTANT

RAISED PATTERN PROFILE

TIRE IMPACT DEFLECTOR

ADA COMPLIANT SLOPE

IMPACT / SOUND DAMPER

BACKER ROD AND CAULK (BY

OTHERS).

"B"

0.50" [13mm]

0.3125"(8mm) X 0.75"(19mm)

FHMS/SS @ 18"(457mm) O.C.

SURFACE MOUNT BASE MEMBER

FLEXIBLE FABRIC REINFORCED 60mil EPDM RUBBER

GUTTER

"A""C"

0.25" (6mm) X 1.75" (44mm) TAPCON

FASTENER @ 24" (609mm) O.C.

1.75"(44mm) SILVER TAPPER

9" O.C. (229mm) STAGGERED

/ 18" (457mm) ALTERNATING

LOKCRETE BEDDING COMPOUND

(RECOMMENDED)

WALL MOUNT HINGE FRAME & SEISMIC

ARM

30 mil X 2" MICROSEALANT WATERPROOFING

TAPE (BOTH SIDES)

SMS-C Series Expansion Joint

(Slab-to-Wall)

Model

Number

SMS-C-400 2.5 89 2.5 64 4.0 102 5.0 127 6.0 152 6.375 162

SMS-C-600 5.0 127 2.5 64 6.0 152 7.5 191 8.5 216 6.375 162

SMS-C-800 7.5 191 2.5 64 8.0 203 10.0 254 11.0 279 8.375 213

SMS-C-1000 10.0 254 2.5 64 10.0 254 12.5 318 13.5 343 8.375 213

SMS-C-1200 12.5 318 2.5 64 12.0 305 15.0 381 16.0 406 8.375 213

Dimension shown in inches (bold) and millimeters. Contact MM Systems for other size systems.

Slide Plate Base MemberTotal Joint Opening "A"

"B"Seismic Min. "C"Movement Seismic Max.NominalThermal Min.

2.5 64

3.0 76

4.0 102

6.0

5.0 127

152

RIGHTS OF DESIGN

All rights of design, detail, engineering and/or
invention contained herein are the property of MM

Systems Corporation and herby reserved and are not to
be reproduced or provided to any other party.  MM
Systems Corporation reserves the right to amend or
withdraw any information contained herein without
notice and will not be liable for any inaccuracy or

ambiguity of said information.
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