
RUBBER SEAL PROFILES

250 SEAL

350 SEAL

450 SEAL

550 SEAL

JO

SSM Series Adjustable Height Expansion Joint

(Slab-to-Wall)

0.25" X 1.75"(44mm)

CONCRETE ANCHOR

@ 18"(457mm) O.C.

ALUMINUM WALL PLATE

CONTINUOUS LOCKING

ELASTOPRENE WING SEAL

0.25"(6mm) X 0.75"(19mm) FHMS STAINLESS

STEEL SCREW @ 12"(305mm) O.C.

SEALANT AS REQUIRED

(BY OTHERS)

TOPPING SLAB OR PAVER SYSTEM

(BY OTHERS)

0.3125"(8mm) X 0.625"(15mm)

FHMS STAINLESS STEEL

@18"(457mm) O.C.

SSM FRAME

30 mil X 2" MICROWATERSEAL TAPE

(BOTH SIDES)

STAINLESS STEEL RETAINING ANGLE

STRUCTURAL

SLAB

PROJECT

SPECIFIC

OVER

6.00"

CONTINUOUS INTERLOCKING

WATERPROOFING SPLICE FLAP

STRUCTURAL ALUMINUM BASE ANGLE

(VARIABLE SIZES SEE CHART)

60 mil X 1" MICROWATERSEAL TAPE

WATERPROOFING SYSTEM

(BY OTHERS)

SECONDARY WATER CONTAINMENT

60 mil FABRIC REINFORCED

RUBBER GUTTER

0.375"(10mm) X 3"(76mm) WEDGE BOLT

ANCHOR @18"(457mm) O.C.

SL

Model Nominal Nominal Thermal Movement (JOT) Seismic Movement (JOS) Total (JOΔ)

Number (JON) (SLN) Minimum Maximum Minimum Maximum Movement

SSM-C-250 1.50 38 3.00 76 0.75 19 2.50 64 0.75 19 3.25 83 2.50 64

SSM-C-350 2.25 57 3.50 89 1.00 25 3.50 89 1.00 25 4.25 108 3.25 83

SSM-C-450 3.00 76 4.25 108 1.50 38 4.50 114 1.50 38 5.50 140 4.00 102

SSM-C-550 4.00 102 5.25 133 1.50 38 5.50 140 1.50 38 6.50 165 5.00 127

Dimension shown in inches (bold) and millimeters. JO = Joint Opening. SL = Sight Line.  Color Options for rubber seals are Black or Special Order Gray.

  IMPORTANT LIFE SAFETY PRODUCT NOTE

                            PF-2018F-SC

2-HOUR FIRE BARRIER MUST BE INSTALLED IN

2-HOUR RATED SLAB WITH MINIMUM 4.50" JOINT

FACE. BARRIERS MUST BE INSTALLED IN

STRICT ACCORDANCE WITH MM SYSTEMS FIRE

BARRIER INSTALLATION INSTRUCTIONS AND IN

ACCORDANCE TO IBC TABLE 721.2.2.1 "MINIMUM

SLAB THICKNESS" (CONTACT FACTORY FOR

OTHER STYLES OF FIRE BARRIER)

*

**

*
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SEALANT

(BY OTHERS)
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RIGHTS OF DESIGN

All rights of design, detail, engineering and/or
invention contained herein are the property of MM

Systems Corporation and herby reserved and are not to
be reproduced or provided to any other party.  MM
Systems Corporation reserves the right to amend or
withdraw any information contained herein without
notice and will not be liable for any inaccuracy or

ambiguity of said information.
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